3JAYUCTHOWU WHEK

Bnarogaps BbicokonpodecCUoHaNbLHON KOMaHAe W My4LMM
TEXHUYECKUM  crieunanucTam,
BO3MOXHbIM MPOEKTUPOBAHUE, U3rOTOBINEHWNE U YCTAHOBKY

3a9NCTHBIX  LUHEKOB,

OCHOBHBIM

oTNn4ymnem

crieynansHo

komnaHus SPS cpenana

paspaboTaHHbIX B
COOTBETCTBUMM € TpeboBaHMsAMK 3aKazvuka. IToT akT
SABNSAETCA [MaBHbIM npeuMyiectsBoMm SPS Ha pbiHke, 1
OT  OCTanbHbIX

KOMMNaHWA.

companies.

Thanks to SPS a powerful technical team and best
human resources, we offer the possibility of
design, manufacture and install sweep auger
specially developed
requirements. This is the main SPS advantage in
market, as a key difference with the rest of the

to client's

CTAHLAPTHOE WMCNOANHEHMWE

YcuneHHas KpbILLKa ans
3alWTBl NPUBOAA OT 3epHa.
CuctemMa ¢ MPOMEXYTOUHBIM
OMOPHbLIM MOALLIMMTHUKOM.

Strong  central  cover  for
maximum engine protection.
No-spark system with acetal
device in rotation axe.

Perynupyemoe okHO Ha kopnyce
LIHeKa.

Protection cover on screw with
retractable hatches for capacity
regulation.

AHTUGNOKMpYKOLLAS cUCTEMa W
CUCTEMA PETYTIUPOBKA CKOPOCTU.
LeTka ana ouMCTKY CTaBUTCA Nog
3aKas.

Strong design with anti return
system and speed regulation.

MaroToBneHHbIN 13 BeicokonpoyvHor ctann S350 GD co creneHbl
ranesaHusauun Z-450 (450 r/m2).

Manufactured in high strength steel S350GD with high galvanization
Z-450 (450 gr/im?).

MogynbHasi KOHCTpyKUMsi Ha OONTOBbIX COEAMHEHUsIX  kracca
npo4HocTM 8.8
Modular design with full bolted joints 8.8 quality.

Oeuratene cooTtBeTcTBYeT TpeboBaHvem craHgapta ATEX21 ans

obecneyeHns MakcumanbHon 6e3onacHoOCTH.
ATEX21 engine for maximum security requirements.

CERTIFICATES

C€

European Conformity

PaccunTaH nog pasHele BUAbI CbiMy4MX MaTepuanos.
Suitable for wide range of normal flow materials.

SWEEP AUGER ;lvu‘nuaamcnl
tem
MODEL TSB-01 TSB-02 A e
3 3 TOVRheiniand
PRODUCTION 53,33-66,66 (M / h) 106,66 - 133,33 (m / h) | TCERTIFIED | ptReean
SCREW DIAMETER 180 mm 200 mm Quality Management
SPEED 290 rpm \
O DIA POWER (kw) ' NET WEIGHT (kg) POWER (kw) ! NET WEIGHT (kg) “,
1 1 "
7,28 3 1180 4 1179 p
8,19 4 1276 55 1276 Silo Static Calculation
9,10 4 1357 5.5 1356
10,01 4 1453 55 1453 U
10,92 4 1545 7D, 1545
11,83 5,5 1649 7,5 1649 Rostecnadzor Permision
12,74 5,5 1846 7,5 1846
14,56 55 2023 11 2046
16,38 7.5 2204 11 2272
18,19 7,5 2427 11 2449
20,01 - - 11 2729
21,83 - - 11 2906

¥ UsrotaBnmueaeM mopenu ¢ ocobbiMy napaMmeTpaMum Noa 3akas
¥ Special features or models available under request.

Cleaning brush device in tail as
option.

PonukoBas onopa Mexay
CpefHUMU CeKkLUMAMU Kopryca Ans
npefoTBpaLLeHUs NPOBUCAHNS.

Onopa Ha KOHLE ans
perynupoBaHus BbICOTLI.

CneuunanbHas  KOHCTPYKLMS ©
[BOWHBLIM NPUBOAOM Ha KOHLIE
ONs 6ONbLUKMX HArPy30K.

Regulable support in tail for
Strong supports in each body joint height adjustment.
to ensure alignement.

Specific design with double drive
in tail for high loads.
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Strong design suitable for wide range of material.

P roducts with the best quality.

s olutions for your needs with competitive price.




